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Virkemåde
I flyet måles hastigheden, IAS. Afvigelsen fra den optimale hastighed sendes via radio til spillets modtager, som viser den på et lysdiode display. For lav hastighed til venstre, for høj til højre, i midten perfekt. Der er grønne lysdioder for afvigelser under 6 km/t, røde for større afvigelser. Alt i alt lidt som et speedometer i en bil. Systemet virker kun, når tændingen er sat til spilmotoren. For fly, der er udstyret med systemet, vil dioderne vise hastigheden, så snart den kommer over 60 km/t. Flyet sender i 1 minut 20 sekunder, altså også selvom der kobles af tidligere, så ignorer displayet efter der er koblet af. Displayet forbliver slukket for fly uden systemet.
For førstegangs brugere
Lav dine første starter på dagen helt som normalt, uden at bruge WinchSpeed displayet, så du får en fornemmelse for vejrforholdene. Placer displayet uden for synsvidde eller tag ledningen til displayet ud af boksen. Sørg for, at displayet ikke sidder i vejen for dit synsfelt. Derefter kan du gradvist begynde at bruge displayet. Start med at have lyd og blink slået fra. Placer displayet rimeligt højt oppe på vinduet ude til siden, så du har fuldt udsyn til flyet. Flyt ikke på displayet under starten. Når du har startet flyet, og det er etableret i en stabil stigning, kan du af og til kigge kortvarigt på displayet, lidt lige som du kigger på speedometeret i en bil. Så sid ikke og kig på displayet hele tiden, det er flyet og himmelrummet, som skal have din opmærksomhed. Kan du ikke lige forstå hvad systemet viser, så ignorer det og koncentrer dig om starten på gammeldags vis. Det er selvfølgelig også vigtigt, at du følger eventuelle kommandoer modtaget over spilradioen. Når du har prøvet nogle starter, og er fortrolig med displayet, kan du få lyd og blinkende røde lysdioder, hvis du vil. Tryk på test knappen for at se hvordan det vil virke.
Startforløbet
Brug ikke WinchSpeed displayet under den første fase af starten, hvor flyet går fra jorden. Her skal hele din opmærksomhed være på flyet. Først når flyet er etableret i en stabil stigning, kan du periodevis tage et kort kig på displayet. Allersidst i starten, når flyet skal til at koble af, er det også flyet du skal koncentrere dig om. Det er dig med din spilfører erfaring, som skal styre spillet, WinchSpeed er kun et ekstra hjælpemiddel du kan gøre brug af.
Hastigheds korrektioner
Hvis displayet viser for lav eller for høj hastighed, så pas på med ikke at korrigere for kraftigt, man risikerer at overkorrigere, så man straks efter skal korrigere modsat. Der er en forsinkelse fra målingen af IAS i flyet til visningen på displayet på ca. 0,3 sekunder, men der er flere sekunders forsinkelse fra man bevæger gashåndtaget til motoren ændrer hastigheden på den tunge tromle, ændringen forplanter sig op ad snoren og endeligt at flyet accelererer eller bremser op. Så flere små korrektioner med lidt pause imellem er nemmere at styre. Er der fare på færde, så glem alt om WinchSpeed, og gør hvad der skal til for at afværge faren. Pas selvfølgelig som altid specielt på ikke at køre for langsomt.
Hvis piloten vinker
IAS hastighedsmålingen er til en vis grad følsom for sideglidning med gamle fly (f.eks. K13), så derfor vil displayet typisk vise lidt for lav afvigelse mens der bliver vinket. I slemme tilfælde kan der kortvarigt vises 8 km/t afvigelse i stedet for 15 km/t. Så pilotens signaler skal have prioritet over hvad displayet måtte vise.
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Description
In the plane, the speed, IAS, is measured. The deviation from the optimal speed is sent via radio to the winch’s receiver, which shows it on an LED display. Too slow to the left, too fast to the right, perfect in the middle. The LEDs are green for deviations below 6 km/h, red above. All in all, a bit like a speedometer in a car. The system only works when the ignition is switched on for the winch. For aircrafts equipped with the system, the appropriate LED will light up once the speed exceeds 60 km/h. The plane transmits for 1 minute 20 seconds, even if it releases earlier, just ignore it after release. The display remains off for planes without the system.
For First-time Users
Make your first starts of the day as normal, without using the WinchSpeed ​​display, so you get a feel for the weather conditions. Place the display out of sight or take the display cable out of the box. Make sure the display is not in the way of your field of vision. After that, you can gradually start using the display. Start by having sound and blink turned off. Place the display fairly high up on the window out to the side so that you have a full view of the aircraft. Do not move the display during starts. Once you have started the aircraft and it is established in a stable climb, you can occasionally look briefly at the display, a bit like you look at the speedometer in a car. So don't sit and look at the display all the time, it's the plane and the sky that need your attention. If you can't quite understand what the system shows, ignore it and concentrate on the start the old-fashioned way. It is of course also important that you follow any commands received over the radio. Once you've tried a few starts and are comfortable with the display, you can have sound and flashing red LEDs if you want. Press the test button to see how it will work.
The Start
Do not use the WinchSpeed ​​display during the first phase of takeoff, when the aircraft leaves the ground. Here, all your attention should be on the plane. Only when the aircraft is established in a stable climb, you can periodically take a brief look at the display. At the very end, when the plane is about to release, it is also the plane you need to concentrate on. It is you with your winch driver experience who must control the winch; WinchSpeed ​​is only an additional tool you can make use of.
Speed Corrections
If the display shows too low or too high a speed, be careful not to correct too much. You risk over-correcting, so you have to make an opposite correction immediately afterwards. There is a delay from the measurement of IAS in the plane to displaying it of approx. 0.3 seconds, but there is a delay of several seconds from moving the throttle to the engine changing the speed of the heavy drum, the change propagates up the string and finally the plane accelerates or decelerates. So several small corrections, with a little pause in between, are easier to control. If there is danger ahead, forget about WinchSpeed ​​and do what it takes to avert the danger. Of course, as always, take special care not to drive too slowly.
Pilot Signals
The IAS speed measurement is to some extent sensitive to side slipping in old planes (e.g. K13), so therefore the display will typically show a little too low deviation while waving. In severe cases, a deviation of 8 km/h may be briefly displayed instead of 15 km/h. So the pilot's signals must have priority over what the display might show.
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